
TECHNICAL SPECIFICATIONS STAMP SASH CHAIN

! WARNING: Chain and Accessories shown are not to be used for overhead lifting or hoisting applications. Do NOT exceed working load limits.

Trade Size Material Thickness
(Inches)

B - Inside Link 
Length (Inches)

Approximate Links 
Per Foot

Weight Per 
1 Ft (lbs)

Max. Working  
Load Limit (lbs)

 #12 0.016 0.21 59.7 0.01 20
 #829 0.028 0.57 21.0 0.03 75
 #30 0.028 0.56 21.2 0.05 81

 #3 (Brass only) 0.035 0.57 21.2 0.07 100
 #35 0.035 0.57 21.2 0.06 106
 #8 0.035 0.56 21.4 0.04 78

 #8B 0.035 0.58 21.2 0.04 65
 #25 0.042 0.56 22.0 0.05 94
 #40 0.042 0.55 21.5 0.07 131
 #45 0.050 0.56 21.8 0.10 175
 #50 0.060 0.67 18.2 0.11 225
 #60 0.062 0.78 16.7 0.14 231
 #65 0.072 0.87 13.7 0.18 319

Available in Low-Carbon Steel, Stainless Steel and Bronze
AVAILABLE FINISHES: Self-Colored, Bright Galvanized, Clear Zinc, Yellow Zinc, Black Zinc, 
 Copper Dipped, Polished Brass, Nickel, Passivated
PACKAGING OPTIONS: Cartons, Reels, Drums

LOW-CARBON STEEL

B


